
REF
NO.
1
2
3
4
5
6
7
8
9

SIZE   O/A EFF.
(IN) QTY MDC PART NUMBER LG COMP EXT AREA

APPROXIMATE

Carbon Steel A-285

Carbon Steel A-53

 

OUTSIDE

3-ply, T304 SS
Carbon Steel A-285

AXIAL MOVEMENT

Stationary End / Weld End

MDC MODEL JE - W 300 PSIG RATED SERIES
EXTERNALLY PRESSURIZED EXPANSION JOINT WITH WELD ENDS

 

DIAMETER

PART DESCRIPTION MATERIALS OF CONSTRUCTION

Carbon Steel A-53
Carbon Steel A-53

Bellows
Guide Ring
End Ring

Travelling End / Weld End

Carbon Steel
Carbon Steel
Carbon Steel

WEIGHT

Shipping Bar

External Shroud
Drain
Lifting Lug

(IN) QTY MDC PART NUMBER LG. COMP. EXT. AREA
"A" IN.SQ.

2 2.00"JE4-0300-30.00"-W 30" 4" 3/4" 16
2-1/2 2.50"JE4-0300-30.00"-W 30" 4" 3/4" 16

3 3.00"JE4-0300-30.00"-W 30" 4" 3/4" 16
4 4.00"JE4-0300-30.00"-W 30" 4" 3/4" 35
5 5.00"JE4-0300-30.00"-W 30" 4" 3/4" 35
6 6.00"JE4-0300-30.00"-W 30" 4" 3/4" 54
8 8.00"JE4-0300-32.00"-W 32" 4" 3/4" 88
10 10.00"JE4-0300-32.00"-W 32" 4" 3/4" 118
12 12.00"JE4-0300-32.00"-W 32" 4" 3/4" 163

2-1/2 2.50"JE8-0300-50.00"-W 50" 8" 1-1/2" 16
3 3.00"JE8-0300-50.00"-W 50" 8" 1-1/2" 16
4 4.00"JE8-0300-50.00"-W 50" 8" 1-1/2" 35
5 5.00"JE8-0300-50.00"-W 50" 8" 1-1/2" 35
6 6.00"JE8-0300-50.00"-W 50" 8" 1-1/2" 54
8 8.00"JE8-0300-52.00"-W 50" 8" 1-1/2" 88
10 10.00"JE8-0300-52.00"-W 50" 8" 1-1/2" 118
12 12.00"JE8-0300-52.00"-W 50" 8" 1-1/2" 163
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JMP TEL.: (514) 748-8770, FAX: (514) 313-5697

 

MARK DAVID CANADA INC.
2011-A, LUCIEN THIMENS
MONTREAL, QC., H4R 1K8, CANADA

 
MDC REFERENCE  

CUSTOMER (COMPANY)

MDC DWG. NO.

CUSTOMER REFERENCE

  

PROJECT NAME / REFERENCE

DESIGN ENGINEER (FIRM/INDIVIDUAL)

 

 

20831

CUSTOMER (CONTACT INFORMATION)

CUSTOMER CONTACT COORDINATES (TEL/FAX/E-MAIL)

72

8-5/8"

DIAMETER

6-5/8"

10-3/4"
10-3/4"

WEIGHT

80
134
143

LBS.
65

14"
16"

6-5/8"
6-5/8"

6-5/8"
6-5/8"
8-5/8"

93

- Also available with threaded ends and 150# and 300# Forged Fixed Flanges. Ends can be modified with floating flanges, as required.

10-3/4"
10-3/4"
12-3/4"

14"

- Recommended Pipe Alignment Guides: MDC Model "PG" (specify insulation thickness when inquiring for an estimate).
- For proper nad safe function, expansion joint must be guided, supported and anchored in accordance with EJMA recommendations.

- Maximum temperature: 650 F.

472

154
285
307
380
92

210

12-3/4"

230
237
438

57416"


